


Seamless, the frameless door

Seamless is the name of a door system that has no visible interior or 
exterior frame once it is installed. The door was developed specifi-
cally for design-oriented interior finishings with a focus on detail. The 
underlying technology is based on an extruded aluminium profile 
that is fully integrated in the wall. All that can be seen is the rabbet, 
and only then when the door is open. The lock system is built into 
the profile. The door hinges are completely concealed. The sup-
port profiles are fitted to a wood-based panel that is also used to 
attach the frame to the brickwork or studwork. A gypsum-bonded 
fibre panel serves as a plaster base. The aluminium profiles are 
available anodised or primed for painting on site.



Typical Seamless situations

Some of the new options available for interior finishing: the wall can 
reach right up to the door, corner situations are less compromising, 
and doors fit perfectly next to cabinets or wardrobes. No steel archi-
traves, no 5 cm of unnecessary material. Wall, 5 mm air, door - that 
is all that is needed and all there is. Is the door handle in the way? 
No problem with a recessed handle combined with a roller latch.





Assembly procedure / crack prevention

The door has to be fitted before the plaster base is applied. 
Sealing in the floor is not necessary, although it can help provide 
greater stability. Crack prevention and plastering should preferably 
be carried out by the drywall builder. Our detail shows a 6 mm 
gypsum board bonded to the wall approximately 10cm 
from the wall edge, from where it is then connected 
to the aluminium profile; this enables it to absorb larger 
vibrations without causing cracks in the top layer of plaster.





Technical features

The hinges have a load-bearing capacity of 120 kg 
per unit and are invisible when the door is closed.

A third hinge is mandatory for front doors and doors 
higher than 2200 mm to guarantee a sufficient 
load-bearing capacity and joint width.

The door incorporates a mortise lock (with a cylinder 
where required) that is compatible with your locking 
system. We recommend a three-point lock where 
greater security is required.

Thresholds and drop-down seals are available for floor connections 
to ensure the rubber seals meet modern requirements.



Door leaves are delivered as per your specifications;
veneered, untreated for painting on site, or varnished. We 
use Swiss products with a material thickness of 52 mm. 

Our CnC machine can be programmed to accommodate 
your technical specifications or designs for double front doors.

Door leaf



Pricing

Jamb lining: base panel with aluminium profile.
Door reveal clad in gypsum fibreboard (Fermacell).
Mitred rubber seals. 
Two hinges, concealed, maximum capacity 120 kg.
Frame clearance: 800 mm x 2000 mm 
Door leaf and frame for painting on site.  CHF 1800 

Options:
Door leaf veneered with edges      approx. CHF 170 
Clear varnished           approx. CHF 140  
Mill and fit drop-down seal       approx. CHF 110  
Door room-high (as of 2200 mm) with 3rd hinge     approx. CHF 350 

Seamless can certainly compete with other concealed hinge 
doors systems.





Company portrait

Seamless was first developed in 2007 and has since matured into 
a sophisticated, well thought-out product. The first hinges were 
designed and manufactured in-house, although the market has 
meanwhile caught up. We are currently working on passing the re-
quired fire protection tests and, as an additional project, acquiring 
noise insulation certificates. The company holds the patent rights 
and design copyright for the frameless door. Seamless GmbH was 
founded in 2010 and employs a number of staff and apprentices 
on the shop floor and in administration. Our showroom at the pro-
duction site in Laupen (ZH) will open in the foreseeable future. You 
are more than welcome to pay us a visit.


